
15

 AAIB Bulletin: 5/2006	 G-BPBG	 EW/G2006/03/11	

ACCIDENT

Aircraft Type and Registration:	 Cessna 152, G-BPBG

No & Type of Engines:	1  Lycoming O-235-L2C piston engines

Year of Manufacture:	1 981

Date & Time (UTC):	1 5 March 2006 at 1410 hrs

Location:	 Tatenhill Airfield, Staffordshire

Type of Flight:	 Training

Persons on Board:	 Crew - 1	 Passengers - None

Injuries:	 Crew - None	 Passengers - N/A

Nature of Damage:	 Nose leg collapsed, propeller damaged, engine 
shockloaded

Commander’s Licence:	 Student Pilot

Commander’s Age:	 40 years

Commander’s Flying Experience:	 33 hours (all on type)
	 Last 90 days - 9 hours
	 Last 28 days -  1 hour

Information Source:	 Aircraft Accident Report Form submitted by the pilot

Synopsis

The aircraft bounced on landing and subsequently landed 
nosewheel first and the noseleg collapsed.

History of flight

The student pilot was carrying out a solo circuit 
consolidation exercise using Runway 08 at Tatenhill; 
the surface wind was from 070° at 12 kt.  Although 
the approach to touch and go on his second circuit 
appeared to be normal the aircraft bounced off the 
asphalt surface at touchdown.  Following the bounce the 

pilot initially applied forward pressure on the control 
column before applying back pressure just prior to the 
second touchdown.  However, this was not sufficient to 
prevent the aircraft touching down on the nosewheel, 
which subsequently led to the noseleg collapsing.  He 
was able to exit the runway to the left before shutting 
down and vacating the aircraft through the normal exit.  
The pilot’s instructor, who was observing from the ATC 
tower, subsequently rebriefed the student on the correct 
technique for handling a bounced landing.




