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 AAIB Bulletin: 8/2011	 G-BLDD	 EW/G2011/06/08	

ACCIDENT

Aircraft Type and Registration: 	 Wag-Aero Acro Trainer Cuby, G-BLDD

No & Type of Engines: 	 1 Lycoming O-320-A2A piston engine

Year of Manufacture: 	 1985 

Date & Time (UTC): 	 6 June 2011 at 0930 hrs

Location: 	 Cromer Airfield, Norfolk

Type of Flight: 	 Private 

Persons on Board:	 Crew - 1	 Passengers - None

Injuries:	 Crew - None	 Passengers - N/A

Nature of Damage: 	 Right landing gear buckled, propellers damaged and 
engine shock-loaded

Commander’s Licence: 	 Private Pilot’s Licence

Commander’s Age: 	 50 years

Commander’s Flying Experience: 	 367 hours (of which 122 were on type)
	 Last 90 days - 22 hours
	 Last 28 days -   7 hours

Information Source: 	 Aircraft Accident Report Form submitted by the pilot

The pilot flew his tail-wheeled aircraft to Cromer 
Airfield for a landing on Runway 04.  He reported that 
there was a 6 kt crosswind from the left and during the 
landing roll the aircraft hit a bump and became airborne. 
On touching down for a second time, the aircraft ground 
looped to the left before it departed the left side of the 
runway.  At this point the right mainwheel entered a 

small ditch where the right landing gear buckled, the 

aircraft dropped onto its right wing and the propeller 

blades struck the ground.  

The pilot, who was uninjured, exited the aircraft through 

the cockpit door.


