ACCIDENT

Aircraft Type and Registration:
No & Type of Engines:

Year of Manufacture:

Date & Time (UTC):

Location:

Type of Flight:

Persons on Board:

Injuries:

Nature of Damage:

Commander’s Licence:
Commander’s Age:

Commander’s Flying Experience:

Information Source:

The aircraft was returning to land after a short local
flight. The pilot reported that he settled the aircraft
about three feet above the runway and as he flared and
closed the throttle to land, the aircraft dropped without
warning, landing heavily on the main landing gear. It

then bounced and the second touchdown was on the nose

Rans S6-ES Coyote 11, G-BZBX
1 Rotax 582-48 piston engine
1999 (Serial no: PFA 204-13501)
31 August 2012 at 1230 hrs
Beverley Airfield, East Yorkshire
Private
Crew - 1 Passengers - None
Crew - None

Passengers - N/A

Nose landing gear, propeller blades, spinner and engine
cowling

National Private Pilot’s Licence
60 years

129 hours (of which 5 were on type)
Last 90 days - 1 hour
Last 28 days - 1 hour

Aircraft Accident Report Form submitted by the pilot

landing gear, which collapsed, causing the propeller to
strike the ground. The pilot candidly commented that
he may have reduced the power too quickly with the
nose-high attitude, but noted that unexpected sink had
been experienced by other pilots that day.
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