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PPQ = 10
Leading Particulars - C17A

Serial No

Tyre Pressures
Refer to TO 1C-17A-2-12JG-32-1

Miscellaneous Information

System or 
Component

Emergency Fuels / Oil

Type Sect / Ref NATO Ref NATO Code
Emergency Fuel Aviation Gasoline F 22

Applicability Code

Emergency Fuel Aviation Gasoline F 18

Emergency Fuel Aviation Gasoline F 12

Emergency Engine Oil OX-38 34B / 9100591 9150-99-9100591 O-149

There are NO radioactive sources fitted to the C17A Globemaster.

System or 
Component

Fuels and Oils
Type Sect / Ref NATO Ref NATO Code USAF Specification Fuel

Specified Fuel AVTUR / FSII 34A / 2201036 9130-99-2201036 F - 34 JP 8
Alternate Fuel AVCAT / FSII 34A / 2202148 9130-99-2202148 F - 44 JP 5
Alternate Fuel AVTAG / FSII 34A / 2201037 9130-99-2201037 F - 40 JP 4
Alternate Fuel AVTUR 34A / 9431771 9130-99-9431771 F - 35 JET A-1
Alternate Fuel Kerosene F - 37 JP 8 +100
Alternate Fuel Kerosene F - 24 JET A + FSII, CI/LI, SDA 
Alternate Fuel Kerosene F - 27 JET A + FSII, CI/LI, SDA, 100
Alternate Fuel Kerosene JET A
Alternate Fuel Wide Cut JET B

Engine Oil / APU / IDG OX-27 34B / 2201939 9150-99-2201939 O-156
Alternate Engine Oil OX-9 34B / 1134915 9150-99-1134915 O-148

Hydraulic Oil OX-19 34B / 1497432 9150-00-1497432 H-537



169 ft 9 in (51.74m) to Winglet Tips

65 ft 0 in (19.81 m)

15
o

8 ft 11 in
(2.72 m)

7 ft 9 in (2.36 m)

33 ft 8 in
(10.26 m)

8 ft 11 in (2.72 m) 13 ft 10 in
(4.22 m)

45 ft 0 in
(13.72 m)

111 ft 8 in (34.04 m)

119 ft 11 in (36.55 m)

174 ft 0 in (53.04 m)

33 ft 6 in
(10.21 m)

24 ft 5 in
(7.44 m)

45 ft 9 in
(13.94 m)

55 ft 1 in
(16.79 m)

159 ft 1 in (48.49 m)

65 ft 10 in
(20.06 m)

57 ft 9 in
(17.59 m)

11 ft 0 in
(3.35 m)

24 ft 1 in
(7.34 m)


