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RA 4260 - Checks on Helicopter Blades and Tail Pylons Using 
Automatic or Semi-Automatic Spread/Fold Systems

Rationale ►This RA has been withdrawn, checks on Helicopter Blades will be carried out in 
accordance with Air System Technical Information and the Regulatory requirement for 
independent checks to automatic blade fold systems has been transferred to 
RA 4815(2).◄

Contents 4260(1): ►Withdrawn – See Rationale◄ 

4260(2): ►Withdrawn – See Rationale◄

Regulation 

4260(1) 

4260(2)

Checks on Helicopter Blades and Tail Pylons After Spreading  

4260(1) ►Withdrawn – See Rationale.◄ 

Checks after Spreading/Folding System Disturbance 

4260(2) ►Withdrawn – See Rationale.◄

Acceptable 
Means of 
Compliance 

4260(1) 

4260(2)

Checks on Helicopter Blades and Tail Pylons After Spreading 

Checks after Spreading/Folding System Disturbance 

1. ►Withdrawn – See Rationale.◄

Guidance 
Material 

4260(1) 

4260(2)

Checks on Helicopter Blades and Tail Pylons After Spreading  

Checks after Spreading/Folding System Disturbance 

2. ►Withdrawn – See Rationale.◄
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