
 

 
 
 

                                               

MARINE SHIPPING NOTICE 

  MSN 1699 (M) 
Amendment 1 

 

 

 

 
  
 

The Merchant Shipping (Passenger Ship 
Construction: Ships of Classes III to VI(A)) 
Regulations 1998 
Notice to all Shipowners, Certifying Authorities, Shipbuilders, Shiprepairers, 
Ship Masters and Surveyors 
 
This notice amends MSN 1699(M) 

 Summary 
 

 

 

 

 

 
 
 
 
 
 
 

This Merchant Shipping Notice updates the content of Section 1 of Schedule 2 and its Tables 
of the Merchant Shipping Notice 1699(M). 
  

1 Introduction 

1.1   The Merchant Shipping (Life-Saving Appliances for Passenger Ships of Classes III to 
VI(A)) Regulations 1992 (SI 1992 No. 2359, as amended) were revoked by Merchant Shipping 
(Life-Saving Appliances for Passenger Ships of Classes III to VI(A)) Regulations 1999 (SI 1999 
No 2723, as amended). 
 
The content of Section 1 of Schedule 2 of the Merchant Shipping Notice 1699(M) therefore 
needs to be updated. 

2 Amendments to MSN 1699(M) 

2.1 This amending MSN contains at Annex the updated Tables with the Standards of 
survivability for ships of Classes III to VI(A) contained in Section 1 of Schedule 2 of the 
Merchant Shipping Notice 1699(M). 
 
2.2 The Annex to this amending Merchant Shipping Notice revokes and replaces Section 1 
of Schedule 2 of the Merchant Shipping Notice 1699(M).  
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Further Information  
 

 

   
 

 

Further information on the contents of this Notice can be obtained from: 
 
 
Shipping Safety Branch 
Maritime and Coastguard Agency 
Spring Place 
105 Commercial Road 
Southampton 
SO15 1EG 

Tel :   +44 (0) 23 8032 9522 
Fax :    +44 (0) 23 8032 9251 
e-mail:   ShippingSafety@mcga.gov.uk 
 
General Inquiries: 24 Hour Infoline 

infoline@mcga.gov.uk  
0870 600 6505 

 
MCA Website Address:  www.mcga.gov.uk  
 

Published:  November 2005 
 
© Crown Copyright 2005  

Safer Lives, Safer Ships, Cleaner Seas 
   
Printed on material containing minimum 75% post-consumer waste 
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Annex to MSN 1699 (M) Amendment 1  

 Section 1 - Standards of survivability 

 

The minimum ‘standard of survivability’ shall be as indicated in the following Tables - 
 
Table 1 - Standard of Survivability required for ships constructed on or after 31st October 
1992 
*  Ships which are required to be subdivided shall also comply with the requirements of 
section 2 of this Schedule. 
†  A reference to a regulation is a reference to that regulation in the Merchant Shipping 
(Life-Saving Appliances for Passenger Ships of Classes III to VI(A)) Regulations 19991 . 

1 
Class 

 

2 
Number of 

passengers 

3 
Operating area 

4 
Standard of 

 survivability 
required * 

5 
Lifesaving 

appliances† 
 

(1) III  
 

Not more than 
250 

As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
5(2)(i) 

(2)III More than 250 As defined in 
the Regulations 

0.5 factor of 
subdivision 

Regulation 
5(2)(ii) 

(3)IV Not more than 
250 

Category D 
waters 

Unity factor of 
subdivision 

Regulation 
6(2)(i) 

(4)IV More than 250 Category D 
waters 

0.5 factor of 
subdivision  

Regulation 
6(2)(ii) 

(5)V Any number Category A 
waters 

Heeling test as per 
Section 3 

Regulation 
7(2) 

(6)V Not more than 
50 

Category B 
waters 

Unity factor of 
subdivision 

Regulation 
7(4)(a)(i) 

(7)V Not more than 
50 

Category B 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(4)(a)(ii) 

(8)V 
More than 50 
but not more 
than 250 

Category B 
waters 

Unity factor of 
subdivision 

Regulation 
7(4)(a)(iii) 

(9)V More than 250 Category B 
waters 

0.5 factor of 
subdivision 

Regulation 
7(4)(a)(iv) 

(10)V Not more than 
50 

Category C 
waters 

Unity factor of 
subdivision 

Regulation 
7(8)(a)(i) 

(11)V Not more than 
50 

Category C 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(8)(a)(ii) 

(12)V 
More than 50 
but not more 
than 250 

Category C 
waters 

Unity factor of 
subdivision 

Regulation 
7(8)(a)(iii) 

(13)V More than 250 Category C 
Waters 

0.5 factor of 
subdivision 

Regulation 
7(8)(a)(iv) 

(14)VI Not more than 
100 

The 15 miles 
and 3 miles area 
of operation is 
replaced to 10 
miles and 1 mile 
respectively 

Unity factor of 
subdivision for all 
other ships 

Regulation 
8(2)(a)(i) 

                                                 
1 SI 1999 No 2723 as amended 
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1 
Class 

2 
Number of 

passengers 

3 
Operating area 

4 
Standard of 
survivability 

required * 

5 
Lifesaving 

appliances† 

(15)VI 
More than 100 
but not more 
than 250 

The 15 miles 
and 3 miles area 
of operation is 
replaced to 10 
miles and 1 mile 
respectively 

Buoyancy test as 
per Section 4 for 
“open” ships, or 
Unity factor of 
subdivision  

Regulation 
8(2)(a)(ii) 

(16)VI Not more than 
250 

As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
8(3)(a)(i) 

(17)VI(A) Not more than 
50 

As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
9(2)(a)(i) 

Table 2 - Standard of Survivability required for ships built before 31st October 1992 
*  Ships which are required to be subdivided shall also comply with the requirements of 
section 2 of this Schedule. 
†  A reference to a regulation is a reference to that regulation in the Merchant Shipping 
(Life-Saving Appliances for Passenger Ships of Classes III to VI(A)) Regulations 19992 . 

1 
Class 

2 
Number of 

passengers 

3 
Operating area 

4 
Standard of 
survivability 

required * 

5 
Lifesaving 

appliances† 

(1) III  Not more than 
250 

As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
5(2)(iii) 

(2)III More than 250 As defined in 
the Regulations 

0.5 factor of 
subdivision 

Regulation 
5(2)(iv) 

(3)III More than 250 As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
5(2)(v) 

(4)IV Not more than 
250 

Category D 
waters Unity factor of 

subdivision 

Regulation 
6(2)(iii) 

(5)IV More than 250 Category D 
waters 

0.5 factor of 
subdivision 

Regulation 
6(2)(iv) 

(6)IV More than 250 
Category D 
waters Unity factor of 

subdivision 

Regulation 
6(2)(v) 

(7)V Any number Category A 
waters 

Heeling test as per 
Section 3 

Regulation 
7(2) 

(8)V Not more than 
50 

Category B 
waters 

Unity factor of 
subdivision 

Regulation 
7(4)(a)(v) 

(9)V Not more than 
50 

Category B 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(4)(a)(vi) 

(10)V Not more than 
50 

Category B 
waters 

Heeling test as per 
Section 3 

Regulation 
7(4)(a)(vii) 

2 SI 1999 No 2723 as amended. 
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1 
Class 

2 
Number of 

passengers 

3 
Operating area 

4 
Standard of 
survivability 

required * 

5 
Lifesaving 

appliances† 

(11)V 
More than 50 
but not more 
than 250 

Category B 
waters 

Unity factor of 
subdivision 

Regulation 
7(4)(a)(viii) 

(12)V 
More than 50 
but not more 
than 250 

Category B 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(4)(a)(ix) 

(13)V 
More than 50 
but not more 
than 250 

Category B 
Waters 

Heeling test as per 
Section 3 

Regulation 
7(4)(a)(x) 

(14)V More than 250 Category B 
waters 

0.5 factor of 
subdivision 

Regulation 
7(4)(a)(xi) 

(15)V More than 250 Category B 
waters 

Unity factor of 
subdivision 

Regulation 
7(4)(a)(xii) 

(16)V More than 250 Category B 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(4)(a)(xiii) 

(17)V Not more than 
50 

Category C 
waters 

Unity factor of 
subdivision 

Regulation 
7(8)(a)(v) 

(18)V Not more than 
50 

Category C 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(8)(a)(vi) 

(19)V Not more than 
50 

Category C 
waters 

Heeling test as per 
Section 3 

Regulation 
7(8)(a)(vii) 

(20)V 
More than 50 
but not more 
than 250 

Category C 
waters 

Unity factor of 
subdivision 

Regulation 
7(8)(a)(viii) 

(21)V 
More than 50 
but not more 
than 250 

Category C 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(8)(a)(ix) 

(22)V 
More than 50 
but not more 
than 250 

Category C 
waters 

Heeling test as per 
Section 3 

Regulation 
7(8)(a)(x) 

(23)V More than 250 Category C 
waters 

0.5 factor of 
subdivision 

Regulation 
7(8)(a)(xi) 

(24)V More than 250 Category C 
waters 

Unity factor of 
subdivision 

Regulation 
7(8)(a)(xii) 

(25)V More than 250 Category C 
waters 

Buoyancy test as 
per Section 4 

Regulation 
7(8)(a)(xiii) 

(26)VI Not more than 
100 

The 15 miles 
and 3 miles 
area of 
operation is 
replaced to 10 
miles and 1 mile 
respectively 

Unity factor of 
subdivision for all 
other ships 

Regulation 
8(2)(a)(iii) 

(27)VI Not more than 
100 

The 15 miles 
and 3 miles 
area of 
operation is 
replaced to 10 
miles and 1 mile 
respectively 

Buoyancy test as 
per Section 4 for 
“open” ships, or 
Heeling test as per 
Section 3 

Regulation 
8(2)(a)(iv) 
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1 
Class 

2 
Number of 

passengers 

3 
Operating area 

4 
Standard of 
survivability 

required * 

5 
Lifesaving 

appliances† 

(28)VI 
More than 100 
but not more 
than 250 

The 15 miles 
and 3 miles 
area of 
operation is 
replaced to 10 
miles and 1 mile 
respectively 

Buoyancy test as 
per Section 4 for 
“open” ships, or 
Unity factor of 
subdivision for all 
other ships 

Regulation 
8(2)(a)(v) 

(29)VI Not more than 
250 

As defined in 
the Regulations 

Buoyancy test as 
per Section 4 for 
open ships, or 
Unity factor of 
subdivision for all 
other ships 

Regulation 
8(3)(a)(ii) 

(30)VI Not more than 
250 

As defined in 
the Regulations 

Heeling test as per 
Section 3 

Regulation 
8(3)(a)(iii) 

(31)VI(A) Not more than 
50 

As defined in 
the Regulations 

Unity factor of 
subdivision 

Regulation 
9(2)(a)(ii) 

(32)VI(A) Not more than 
50 

As defined in 
the Regulations 

Buoyancy test as 
per Section 4 for 
open ships 

Regulation 
9(2)(a)(iii) 
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