
Leading Particulars - Viking T Mk 1
MOD Form 701(Viking)

(Revised Nov 23)

Squadron/Unit Aircraft Serial No. Sheet No.
Glider Weight Details

Max Permitted AUW  = 625 Kgs, 1378 Ibs

Max Permitted AUW (Spin Whiskers Fitted) =
580 Kgs, 1279 Ibs

Basic Weight and Moment

Date Weight (Kg) C of G 
(mm aft of datum)

Moment 
(Kg/mm)

Tyre Pressures
Bar lbf/in2

Nose 2.5 36
Main 2.5 - 2.8 36 - 40
Tail 2.5 36

Miscellaneous Information

Aircraft Life
Flying Hours Launches

Systems
or

Components

Oils and Lubricants

Type Sect/Ref NATO Code

Hydraulic Brakes OX-8 9150-99-2202348 H-542
Wheel Hubs XG-293 9150-99-2241797 G-395

Controls OM-12 9150-99-9438712 O-142
Attachment Pins XG-293 9150-99-2241797 G-395

Used On Permitted Cleaning Materials
Frequency Sect/Ref Specification

Airframes As Req'd 7930-99-2241922 Neutral Detergent
Canopies As Req'd 26 GRP-NIV Plexus (Local Purchase)
Canopies As Req'd 7930-99-8119359 AGC-22 Aircraft Transparency Cleaner 1 Ltr
Canopies As Req'd 7930-99-3961557 AGC-22 Aircraft Transparency Cleaner 25 Ltr

Sealing Tape Residue As Req'd 6810-99-2245160 Methylated Spirit
External Oil/Grease Spots As Req'd 7920-99-5008568 SKY Wipes / Lotoxane

External Surfaces As Req'd Pt No. TR 500 Poly Sealant Non-Silicone Polish

Used On Sealing Tapes
Sect/Ref Specification

Aileron/Elevator/
Rudder Hinge Line and 

Wheelboxes
04651-00512-00 Fabric Tape 1.5"

Wing Attachment/
Tailplane Attachment, 
Aileron Control Rod 

Cover Plate
5970-99-1104319 Vinyl Tape 1"


