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Following our discussion on 05/11/24 in relation to Condition 6, please find
additional information concerning the water supply at Wethersfield:
 
Tank locations – Wethersfield
 
Main accommodation blocks
 
1026 – no tank required due to being an isolation building with very low
occupancy.
1027 (6000 litres) – larger tank was installed due to en-suites so more showers
could be used simultaneously
1028 (4,000 litres)
1029 (4,000 litres)
1030 (4,000 litres)
1031 (4,000 litres)
1032 (4,000 litres)
 
These tanks are sized to ensure turnover of the water supply approximately every
12 hours to prevent stagnation.
 
Portakabin village
 
3 tanks (10,000 litre capacity)
 
Cookhouse
 
1072 (6,000litre)
 
Reason for installation:
 
The tanks were installed to reduce peak load on the main water supply with limited
flow rate. The mains water supply to each building fills/tops up the tanks slowly
and a booster pump set then serves the buildings hot and cold water supply.
 
The water tanks are sized according to the maximum planned occupancy for each
building, hence why they vary in size. The tank sizing is calculated on the
expected water use per Service User at 55 litres. 
 
Based on 140 users in a block, 7700 litres (140 x 55 litres) would be used
meaning the tank will turn over approximately every 12 hours. 
 
The average use of a water user in a domestic setting is higher than 55 litres,
however this includes domestic appliances and other water uses which do not
apply at Wethersfield.








